Blakley Bectrics supplies a comprehensive range of Plugs, Connectors,
Panel Sockets, Surface Sockets and Appliance Inlets to BS EN 60309 Part
2. The range extends from 16A to 125A, from 24V to 750V and is generally
available in splash proof (IP44) and w atertight (IP67) configurations.
Detailed below are the items w hich are part of our Higher Pow er range.

Item No. Description

PLUGS

S170883 Plug, 16A, 110V, 2P+E, IP44 with inverted grommet

S170885 |Plug, 16A, 230V, 2P+E, IP44 with inverted grommet

S170905 (Plug, 16A, 110V, 2P+E, IP67 with screw gland

S170906 |[Plug, 16A, 230V, 2P+E, IP67 with screw gland

S170884 [Plug, 32A, 110V, 2P+E, IP44 with external grommet

S170886 |Plug, 32A, 230V, 2P+E, IP44 with external grommet

CONNECTORS

S200827 |[CouplerSocket, 16A, 110V, 2P+E, IP44 with inverted grommet

S200829 [CouplerSocket, 16A, 230V, 2P+E, IP44 with inverted grommet

S201000 [CouplerSocket, 16A, 110V, 2P+E, IP67 with screw gland

S201076 |[CouplerSocket, 16A, 230V, 2P+E, IP67 with screw gland

S200828 |[Coupler Socket, 32A, 110V, 2P+E, IP44 with external grommet

S200830 |[CouplerSocket, 32A, 230V, 2P+E, IP44 with external grommet

PANEL SOCKETS - Straight

S200842 |Panel Socket, 16A, 110V, 2P+E, IP44, 47 x 47mm fixing centres

S200047 |[Panel Socket, 16A, 110V, 2P+E, IP44, 60 x 60mm fixing centres

S200203 |[Panel Socket, 16A, 230V, 2P+E, IP44, 47 x 47mm fixing centres

S200202 [Panel Socket, 16A, 230V, 2P+E, IP44, 60 x 60mm fixing centres

Plugs & Couplers,
16A, 110V, IP44

Plugs & Couplers,
16A, 230V, IP44

S200841 [Panel Socket, 32A, 110V, 2P+E, IP44, 60 x 60mm fixing centres

S200071 |Panel Socket, 32A, 230V, 2P+E, IP44, 60 x 60mm fixing centres

SPLITTERS

S200962D |Splitter, 2 Way, 16A, 110V, IP44

S200471 |Splitter, 2 Way, 16A, 110V, IP67

S200401 |[Splitter, 2 Way, 16A, 230V, IP67

S200963D (Splitter, 3 Way, 16A, 110V, P44

S200491 |[Splitter, 3 Way, 16A, 110V, IP67

S200402 |Splitter, 3 Way, 16A, 230V, IP67

IP67 Splitters & IP44 Panel
Sockets, 110V & 230V
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