
Ground Mounted Distribution Assemblies 

Destruction Test Report - Standard GMDA 101kN 

S260037 + S260109 

Part No. Type Number Description 

S260037 GMDA/SD (up to 2 x 16A or 1 x 
32A socket) 

Enclosure and Lid, Standard Duty  

S260142 GMDA/SD/4W (up to 4 sockets) Enclosure and Lid, Standard Duty  

S260132 GMDA/HD (up to 2 x 16A or 1 x 
32A socket) 

Enclosure and Lid, Heavy Duty 

S260110 GMDA/OC/RCD/230/S1-16 MCB/RCD/Socket: 1 x 16A (230V) 

S260109 GMDA/OC/RCD/230/S2-16 MCBs/RCDs/Sockets: 2 x 16A (230V) 

S260119 GMDA/OC/RCD/230/S1-32 MCB/RCD/Socket: 1 x 32A (230V) 

S260190 GMDA/OC/RCD/230/S4-16 MCBs/RCDs/Sockets: 4 x 16A (230V) 

S260191 GMDA/OC/RCD/230/S4 

S260078 GMDA Enclosure Key  

MCBs/RCDs/Sockets: 1 x 32A and 3 x 
16A (230V)  

Blakley Ground Mounted Distribution Assemblies are designed for 
flush floor mounting in locations ranging from Pedestrian Precincts to 
Aircraft Hangars. Typical applications are supplying power for light 
and heat in markets, to aircraft manufacture and maintenance. A   
major benefit of the design is that lids can be closed when the     
sockets are in use, thus avoiding the creation of a trip hazard. 
Destruction Tests have been carried out on GMDA enclosures and 
the Standard GMDAs meet FACTA Class B requirements (101 kN 
strength test) i.e. suitable for installation in pedestrian precincts,  
forecourts and commercial delivery / parking areas. The Heavy Duty 
GMDA enclosure meets FACTA Class F requirements (480 kN 
strength test) i.e. Airfield Aprons / Aircraft Hangars. Copies of the  
Destruction Test  Reports are available on our website. 
GMDA Mechanical Construction 
· Heavy-duty construction with chequer plate lid. 
· Hot dip galvanized finish for continuous outdoor operation. 
· Standard drainage holes and cable entries incorporated (which 

should be assessed for adequacy for each installation). 
· Lid can be closed once the plugs have been inserted into sockets. 
· Lid hinged for safe and easy one person operation. 
· Lockable lid. 
Electrical Specification 
· IP65 distribution assembly, fully assembled and available with  

single, twin or four 16A or 32A, 110V or 230V sockets. All sockets 
are watertight to IP67. 

· Individual MCB and RCD protection is recommended. 
· Incoming cable capacity of 1 x 16mm2 3C cable or  2 x 10mm2 3C 

(loop-in loop-out). Incoming cable can be flexible or SWA. 
· Non-standard GMDAs can be supplied incorporating sockets rated 

up to 125A or in-filled lids to match surrounding paving / flooring. 
 

Part Numbers for Standard Items 
(GMDA Enclosure and Distribution Assembly Supplied Separately) 

PPDS1 -  01/12 

PTO to see images of bespoke and       
standard GMDAs. 



Examples of Bespoke and Standard GMDAs  

Wimbledon - Bespoke GMDA with150A socket   Rizon Jet, Biggin Hill - Bespoke GMDA  

Deptford Market - Standard 4 way GMDA Jubilee Market - Standard 2 way GMDA 

GMDA with in-filled hinged lid                 
(In-fill supplied and fitted by others) 

GMDA with in-filled lift-out lid 
 (In-fill supplied and fitted by others) 


