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Flori-67/3P 110 Volt Site Lighting
Since its launch at the start of 2012, Flori-67/3P, 
Blakley Electrics’ unique plug-in 110V lighting system, has 
been widely adopted by the UK Construction and Civil 
Engineering sectors. In the 3 years since introduction, 
over 265km of lighting strings and associated fittings have 
been installed, which is equivalent to lighting the entire 
length of the M25 1½ times!

The underlying reason for the success of Flori-67/3P 
is probably because it is the most efficient and cost  
effective way of lighting many sites. It is a plug-in system, 
assembled and tested off site, which minimises installation 
time and reduces the need for skilled personnel to carry 
out basic wiring of fittings on site (although design 
and final testing needs to be carried out by a qualified  
electrician). When the cost benefits are combined with the 
durable nature of the product, the high performance of 
the IP67 connectors and the wide choice of fluorescent, 
LED and metal halide luminaires, it is easy to see why the 
system has been so widely adopted.

Flori-67/3P comprises of 100 metre lengths of 3 core, 
yellow, PVC Arctic grade flexible cable in cross sections 
of 1.5mm2, 2.5mm2 and 4mm2. Outlets, rated at 6A, are 
moulded to the cable at 5 metre, 7 metre or 10 metre  
intervals, enabling a range of light levels to be achieved. 
For enclosed locations Low Smoke Zero Halogen  
cable can be  utilised. Flori outlets do not interchange 
with standard 16A connectors, ensuring the lighting  
system is not compromised by being used as part of a 
power distribution system. 

A range of IP65 rated, 110V anti-corrosive luminaires is available in Standard and Maintained Emergency  
formats including: 5’ 58W single fluorescent; 2’ or 5’ twin fluorescents; 24W single LEDs. A range of 110V  
floodlights is also available including 150W and 400W metal halide and LEDs rated at 50W, 70W, 100W and 
200W. Luminaires are pre-wired with a 2 metre lead complete with a 6A, 110V, IP67 plug moulded at the end. 
Once the luminaires and lighting strings have been fixed into position, final connection is simply made by  
plugging into the nearest Flori outlet.

Flori-67/4P
As Flori-67/3P is a 3 core system, the supply to circuits incorporating emergency fittings must be maintained 
24/7, to ensure batteries are always charged and tubes and batteries are not damaged due to repetitive  
discharging. If there is a requirement to switch off some or all emergency lights, Flori-67/4P should be  
installed, which utilises 4 core cable and enables the fluorescent tube or LED array to be switched off, whilst 
providing an unswitched supply to the emergency module. To complement Flori-67/4P we offer a range of 
time clock controlled site transformers and in-line switches to enable energy efficient site lighting systems to 
be installed.

Overleaf are part numbers for Flori-67/3P products and details of projects that Flori-67/3P has already been 
used on. If you would like to to discuss a site lighting scheme, please contact our Customer Service Centres 
who will be pleased to be of assistance.



In the last few years Flori-67 has provided light 
on a myriad of “day to day” sites but it has also 
been used on some of the highest profile projects  
currently under construction, including: 

Crossrail Running Tunnels

Crossrail Stations: Paddington, Tottenham Court 
Road, Bond Street, Farringdon, Liverpool Street 

Queensferry Crossing (formerly known as the Forth 
Replacement Road Crossing)

Fore Street and Heathrow Airport Road Tunnel  
Refurbishments

Devonport Dockyard Pontoon Lighting

River Lee Super Sewer

Nuclear New Build and Decommissioning projects 
at Sellafield, Capenhurst, Dounreay and Winfrith

Riyadh Metro Project

Thameslink

National Grid Tunnels

Reading Station Redevelopment
Flori-67 Standard Part Numbers

Flori-67/3P - 100M Strings
Part No. Type Description
S060756 Flori-67/3P/10/1.5 100M 1.5mm2 3C cable - a Flori-67/3P outlet every 10M
S060755 Flori-67/3P/7/1.5 100M 1.5mm2 3C cable - a Flori-67/3P outlet every 7M
S060754 Flori-67/3P/5/1.5 100M 1.5mm2 3C cable - a Flori-67/3P outlet every 5M
S060759 Flori-67/3P/10/2.5 100M 2.5mm2 3C cable - a Flori-67/3P outlet every 10M
S060758 Flori-67/3P/7/2.5 100M 2.5mm2 3C cable - a Flori-67/3P outlet every 7M
S060757 Flori-67/3P/5/2.5 100M 2.5mm2 3C cable - a Flori-67/3P outlet every 5M
S060803 Flori-67/3P/10/4 100M 4mm2 3C cable - a Flori-67/3P outlet every 10M
S060802 Flori-67/3P/7/4 100M 4mm2 3C cable - a Flori-67/3P outlet every 7M
S060801 Flori-67/3P/5/4 100M 4mm2 3C cable - a Flori-67/3P outlet every 5M
110V luminaires all complete with Flori-67/3P input lead. Fluorescents are complete with tube(s) and hooks. Floodlights are 
complete with lamp and wall bracket.
S060873 Flori-67/3P/24W/LED Standard 4’ LED IP65 fitting with Flori-67/3P adaptor, 110V
S060874 Flori-67/3P/24W/LED/EMER Emergency 4’ LED IP65 fitting with Flori-67/3P adaptor, 110V
S060761D Flori-67/3P/158/HF Standard 5’ single fitting with Flori-67/3P adaptor
S060762E Flori-67/3P/158/HF/EMER Emergency 5’ single fitting with Flori-67/3P adaptor
S060763 Flori-67/3P/218/HF/HPF Standard 2’ twin fitting with Flori-67/3P adaptor
S060764 Flori-67/3P/218/HF/HPF/EMER Emergency 2’ twin fitting with Flori-67/3P adaptor
S060804 Flori-67/3P/150/MH/DPF 150W Metal Halide floodlight with Flori-67/3P adaptor, DP fuse protected
S060805 Flori-67/3P/400/MH/DPF 400W Metal Halide floodlight with Flori-67/3P adaptor, DP fuse protected
Please contact us for the part numbers of LED floodlights fitted with Flori leads and for Flori-67/3P strings made from LSOH 
cable.

Flori-67/3P feeding 400W Floodlights and 
5’ Fluorescent Fittings 

Recent Projects


