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NOTES:
1. IP RATING = IP54 5015 0
2. ENCLOSURE CONSTRUCTED FROM 316L STAINLESS STEEL ,
3. FINISH OF OVERALL ASSEMBLY: POLYESTER POWDER COATING SHADE VERMILION RED (RAL 2002) ASSEMBLY CONSTRUCTED FROM
4. APPROXIMATE OVERALL WEIGHT OF ASSEMBLY: 455KG HIGH GRADE 316L STAINLESS STEEL
5. FITTED WITH 400A TP+N BUSBAR SYSTEM BASED ON OUR ASTA TESTED 25kA FOR 0.1 SECOND ARRANGEMENT. TO PROVIDE ENHANCED ° ° ° ° ° A
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8. M20 BOLTS, WASHERS AND SPRING WASHERS ARE TO BE SUPPLIED LOOSE FOR THE CUSTOMER TO REPLACE EYEBOLTS ON SITE.
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TERMINAL TYPE:LUG TERMINAL WIDTH: 40mm MAXIMUM LUG SIZE:240mm M10. :g,-ﬁ © —
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TERMINAL TYPE:LUG TERMINAL WIDTH:32mm MAXIMUM LUG SIZE:150mm M10. M20 LIFTING EYE
100A DOOR INTERLOCKED FUSE SWITCH.
TERMINAL TYPE:LUG TERMINAL WIDTH: 20mm MAXIMUM LUG SIZE:50mm MS8.
11. INTERNAL 50.0 x 6.0 HDHC EARTH BAR PROVIDING M10 EARTH POINT FOR INCOMER SECTION, M10 EARTH POINT FOR A5 B
250A DISTRIBUTION SECTIONS AND M8 EARTH POINT IN 100A DISTRIBUTION SECTIONS. LIFTING POINT LABEL ° ° ° ° P
12. ANTI CONDENSATION HEATERS FITTED IN EACH COMPARTMENT. SAVED ON BAR TENDER AS
7082551C 230V 13A BS1363-2
'TEST SOCKET
DANGER 400V LABEL (CEMBRE MACHINE) CANOPY SECURED USING UNDER PADLOCKABLE L
S141859 — DANGER 400V M6 HEX FIXINGS HINGED COVER,
TO BE FITTED EACH SIDE OF CANOPY PROTECTED BY A
ONTO D4—Pt MULTIFUNCTION 20mA RCCB AND
METER C/W MAXIMUM DEMAND A 16A SP+N FRONT
| 1931.0 | FUNCTIONALITY, METER LOCATED ACCESS FUSE AND LINK. C
‘ LETING EYE POINTS ‘ UNDER HINGED WINDOW.
" | R N —u\‘% | | - o/ =T o "
Qo Q Q Q Q Q Q = Q Q Q Q Q Q Q / L] —
S S S UTTERING FITTED T — 5
= A= A= TO RAIN CANOPY i = T J7 .
= 2 o e o PROJECTING OVER = e © __ °
/ A= FRONT AND REAR x
) ° ° ° ° ° ° DOORS ° ° ° ° ° ° ) 4 ° . = ° b
L] [-) ) ) L L P o L D
= RATING PLATE
°© oo °© ALL DOORS TO — — — B SR e °
i i BE FITTED WITH — = = o = = i 2H.; i
PADLOCK HASPS A A A
DANGER DANGER DANGER
fOOV A.C.. Al-OOV A.C.. L
- O olT | TIO Ol T
N = 250A CABLE N B“‘"LE;L L/
TERMINATION .
@ 3 DISTANCE i i i @ g
o O E
] Q Q|0 Q P’Nj e { B Q Q|0 Q N(\lj
Q ’_‘o s © ) < s ©
#\ :'- ?’)
M)
- Lo Lo2 Lo Lo < 100A CABLE H y 2 H < < < < \4 i e H S
TERMINATION || | ‘ 00A CABLE i i
DISTANCE ° o|@ ° - f p TERMINATION o o|o o
° DISTANCE. °
! ! ! ! ! ! ! ! ‘ gégé)l\;lnMrENDED
100A TP 100A TP 100A TP 100A TP 100A TP 100A TP 250A TP 250A TP 400A TP FOR 240mm? F
FUSESWITCH FUSESWITCH FUSESWITCH FUSESWITCH FUSESWITCH 6 OFF 3127 FUSESWITCH FUSESWITCH FUSESWITCH FUSESWITCH
W /SHROUDED W /SHROUDED W /SHROUDED W /SHROUDED W /SHROUDED & BOLT DOWN HOLES W /SHROUDED W /SHROUDED W /SHROUDED W /SHROUDED &
NEUTRAL LINK NEUTRAL LINK NEUTRAL LINK NEUTRAL LINK NEUTRAL LINK S 440 PITCH NEUTRAL LINK NEUTRAL LINK NEUTRAL LINK NEUTRAL LINK S
M8 LUGS M8 LUGS M8 LUGS M8 LUGS M8 LUGS © ’ M8 LUGS M10 LUGS M10 LUGS M10 LUGS ©
FITTED WITH FITTED WITH FITTED WITH FITTED WITH FITTED WITH FITTED WITH FITTED WITH FITTED WITH FITTED WITH L
80A FUSES 63A FUSES 63A FUSES 50A FUSES 50A FUSES 100A FUSES 250A FUSES 200A FUSES 400A SOLID LINKS
VIEW ON BACK VIEW ON L.H.S VIEW ON_ FRONT VIEW ON R.H.S
| | | |'_;_‘ ° / | | | [ } ° } ]
T T o T T T e ol o G
106,5 831,0 | 831,0 106,5 23.0 .{ | 4440 L 230 106,5 831,0 | 831,0 106,5 | 4440 |
. 490, " ’
1875,0 90,0 — - 490,00
HEAVY DUTY FORM 4 6 OFF @12.7
COMPLIANT ENCLOSURES BOLT DOWN HOLES —
DESIGNED TO MEET IP54 31,0 PITCHES
C/W PURPOSE BUILT STAN
H
GLAND PLATE DETAILS
400A AND 250A GLAND PLATE -
415,0 /GLAND PLATES SECURED USING M6 HEX FIXINGS
J) o o o 0] {
0 Q Q Q Q Q Q Q Q Q Q Q Q Q 0! 3 ) Q
o [ ) ) [ [ ) ) [ [ [ ) o o oi 9“ ,9 8
" T 5 5 T
365,0 6 GLAND PLATE EARTH POINT
\\\\\\\\\\\\\\\\\\ USEABLE AREA CUSTOMER
ABLE ACCESS VIA BOTTOM 290,0 COPY
ENTRY GLAND PLATES,
ONE GLAND PLATE T s 5 |
PER COMPARTMENT ) o i =
o ®) : J
ALL DOORS TO BE FITTED L\I N gy&ﬁmﬂ?&@?& '\SA"I\'AA‘TED.— MATERIAL BASED ON
WITH DOOR STAYS 2 2 ' EWM REFERS TO ENGINEERING & WORKSHOP MANUAL | S A7084598
TOLERANCES TO EWM SECTION 3.1.3 .
- _ 3 240,0 S141860 ISSUED 26 Jul 2022
_ _ _ 6 GLAND PLATE EARTH POINT WIRING 31D Ewmt SECToN 4 | D) e —
L = L WELDING STANDARD TO QAI 061. W ORIGIN 1.9 BLAKLEY
DO NOT SCALE THIS DRAWING. IF IN DOUBT, ASK DATE. ELECTRICS
VIEW ON UNDERSIDE (DOORS OPEN) TITLE 16/06/22
M DU/H’C/FL]_O O/ DRN. PR DRAWING No. REVISION
B R T T AL SEETISS A R IR T T S S8/TS1/SS/SSES TO P A0V
S e | | ES_1_2263_2 AP0 {1 )
1 2 3 4 5 6 7 N N - 10 11 12 13 | 14 15 16 Al


AutoCAD SHX Text
A1

AutoCAD SHX Text
16

AutoCAD SHX Text
15

AutoCAD SHX Text
14

AutoCAD SHX Text
13

AutoCAD SHX Text
12

AutoCAD SHX Text
11

AutoCAD SHX Text
10

AutoCAD SHX Text
7

AutoCAD SHX Text
6

AutoCAD SHX Text
5

AutoCAD SHX Text
4

AutoCAD SHX Text
3

AutoCAD SHX Text
2

AutoCAD SHX Text
1

AutoCAD SHX Text
J

AutoCAD SHX Text
I

AutoCAD SHX Text
H

AutoCAD SHX Text
G

AutoCAD SHX Text
F

AutoCAD SHX Text
E

AutoCAD SHX Text
D

AutoCAD SHX Text
C

AutoCAD SHX Text
B

AutoCAD SHX Text
A

AutoCAD SHX Text
J

AutoCAD SHX Text
I

AutoCAD SHX Text
H

AutoCAD SHX Text
G

AutoCAD SHX Text
F

AutoCAD SHX Text
E

AutoCAD SHX Text
D

AutoCAD SHX Text
C

AutoCAD SHX Text
A

AutoCAD SHX Text
B

AutoCAD SHX Text
13

AutoCAD SHX Text
16

AutoCAD SHX Text
15

AutoCAD SHX Text
14

AutoCAD SHX Text
12

AutoCAD SHX Text
11

AutoCAD SHX Text
10

AutoCAD SHX Text
9

AutoCAD SHX Text
8

AutoCAD SHX Text
7

AutoCAD SHX Text
6

AutoCAD SHX Text
5

AutoCAD SHX Text
4

AutoCAD SHX Text
3

AutoCAD SHX Text
2

AutoCAD SHX Text
1

AutoCAD SHX Text
DO NOT SCALE THIS DRAWING. IF IN DOUBT, ASK

AutoCAD SHX Text
TITLE

AutoCAD SHX Text
APPD.

AutoCAD SHX Text
CHKD.

AutoCAD SHX Text
DRN.

AutoCAD SHX Text
DATE.

AutoCAD SHX Text
ORIGINAL

AutoCAD SHX Text
SCALE

AutoCAD SHX Text
REF.

AutoCAD SHX Text
MATERIAL

AutoCAD SHX Text
DRAWING No.

AutoCAD SHX Text
SHEET

AutoCAD SHX Text
OF

AutoCAD SHX Text
COPY

AutoCAD SHX Text
ISSUED

AutoCAD SHX Text
BASED ON

AutoCAD SHX Text
REVISION

AutoCAD SHX Text
 EDR:

AutoCAD SHX Text
REV:

AutoCAD SHX Text
-

AutoCAD SHX Text
-

AutoCAD SHX Text
A36901

AutoCAD SHX Text
MDU/ITC/F400/

AutoCAD SHX Text
FS8/TS1/SS/SSES TO

AutoCAD SHX Text
ES_1_2263_2

AutoCAD SHX Text
1:9

AutoCAD SHX Text
16/06/22

AutoCAD SHX Text
PR

AutoCAD SHX Text
A7084598

AutoCAD SHX Text
S141860

AutoCAD SHX Text
1

AutoCAD SHX Text
4

AutoCAD SHX Text
THIS DRAWING IS THE PROPERTY AND COPYRIGHT OF BLAKLEY ELECTRICS AND MUST NOT, WITHOUT THEIR WRITTEN CONSENT,

AutoCAD SHX Text
BE PASSED ON, COPIED, OR USED FOR ANY OTHER PURPOSE. THIS COPY IS UNCONTROLLED UNLESS OTHERWISE MARKED.

AutoCAD SHX Text
UNLESS OTHERWISE STATED:-

AutoCAD SHX Text
ALL DIMENSIONS IN MM.

AutoCAD SHX Text
EWM REFERS TO ENGINEERING & WORKSHOP MANUAL

AutoCAD SHX Text
TOLERANCES TO EWM SECTION 3.1.3

AutoCAD SHX Text
FIXING STD TO EWM APPENDIX D.

AutoCAD SHX Text
WIRING STD EWM SECTION 4.

AutoCAD SHX Text
WELDING STANDARD TO QAI 061.

AutoCAD SHX Text
S

AutoCAD SHX Text
C

AutoCAD SHX Text
I

AutoCAD SHX Text
R

AutoCAD SHX Text
E

AutoCAD SHX Text
L

AutoCAD SHX Text
E

AutoCAD SHX Text
C

AutoCAD SHX Text
T

AutoCAD SHX Text
TEST SOCKET

AutoCAD SHX Text
ONLY

AutoCAD SHX Text
KWHr METER

AutoCAD SHX Text
TEST SKT

AutoCAD SHX Text
RCD & FUSE

AutoCAD SHX Text
KWHr METER

AutoCAD SHX Text
FUSES

AutoCAD SHX Text
HEAVY DUTY FORM 4 COMPLIANT ENCLOSURES DESIGNED TO MEET IP54 C/W PURPOSE BUILT STAND

AutoCAD SHX Text
6 OFF Ø12.7 BOLT DOWN HOLES 831,0 PITCHES

AutoCAD SHX Text
ASSEMBLY CONSTRUCTED FROM HIGH GRADE 316L STAINLESS STEEL TO PROVIDE ENHANCED  CORROSION RESISTANCE

AutoCAD SHX Text
M20 LIFTING EYE

AutoCAD SHX Text
400A TP FUSESWITCH W/SHROUDED  NEUTRAL LINK M10 LUGS FITTED WITH 400A SOLID LINKS

AutoCAD SHX Text
250A TP FUSESWITCH W/SHROUDED  NEUTRAL LINK M10 LUGS FITTED WITH 200A FUSES

AutoCAD SHX Text
250A TP FUSESWITCH W/SHROUDED  NEUTRAL LINK M10 LUGS FITTED WITH 250A FUSES

AutoCAD SHX Text
100A TP FUSESWITCH W/SHROUDED  NEUTRAL LINK M8 LUGS FITTED WITH 100A FUSES

AutoCAD SHX Text
400A CABLE  TERMINATION  DISTANCE. 346,0mm RECOMMENDED FOR 240mm²

AutoCAD SHX Text
250A CABLE  TERMINATION  DISTANCE

AutoCAD SHX Text
CONTO D4-Pt MULTIFUNCTION METER C/W MAXIMUM DEMAND FUNCTIONALITY, METER LOCATED UNDER HINGED WINDOW.

AutoCAD SHX Text
230V 13A BS1363-2 'TEST' SOCKET UNDER PADLOCKABLE HINGED COVER, PROTECTED BY A 30mA RCCB AND  A 16A SP+N FRONT ACCESS FUSE AND LINK. 

AutoCAD SHX Text
M10

AutoCAD SHX Text
M10

AutoCAD SHX Text
M10

AutoCAD SHX Text
M10

AutoCAD SHX Text
M10

AutoCAD SHX Text
M10

AutoCAD SHX Text
M10

AutoCAD SHX Text
M10

AutoCAD SHX Text
M10

AutoCAD SHX Text
M10

AutoCAD SHX Text
M10

AutoCAD SHX Text
M10

AutoCAD SHX Text
M10

AutoCAD SHX Text
M10

AutoCAD SHX Text
M10

AutoCAD SHX Text
M10

AutoCAD SHX Text
M10

AutoCAD SHX Text
M10

AutoCAD SHX Text
M6

AutoCAD SHX Text
M6

AutoCAD SHX Text
M6

AutoCAD SHX Text
M6

AutoCAD SHX Text
M6

AutoCAD SHX Text
M6

AutoCAD SHX Text
M6

AutoCAD SHX Text
M6

AutoCAD SHX Text
M6

AutoCAD SHX Text
M6

AutoCAD SHX Text
M6

AutoCAD SHX Text
M6

AutoCAD SHX Text
M6

AutoCAD SHX Text
M6

AutoCAD SHX Text
M6

AutoCAD SHX Text
M6

AutoCAD SHX Text
M6

AutoCAD SHX Text
M6

AutoCAD SHX Text
M6

AutoCAD SHX Text
M6

AutoCAD SHX Text
M6

AutoCAD SHX Text
MAIN INCOMER

AutoCAD SHX Text
400A

AutoCAD SHX Text
FUSESWITCH

AutoCAD SHX Text
250A

AutoCAD SHX Text
FUSESWITCH

AutoCAD SHX Text
250A

AutoCAD SHX Text
FUSESWITCH

AutoCAD SHX Text
100A

AutoCAD SHX Text
M5

AutoCAD SHX Text
M5

AutoCAD SHX Text
M5

AutoCAD SHX Text
M5

AutoCAD SHX Text
DANGER 400V A.C.

AutoCAD SHX Text
DANGER 400V A.C.

AutoCAD SHX Text
DANGER 400V A.C.

AutoCAD SHX Text
DANGER 400V A.C.

AutoCAD SHX Text
M6

AutoCAD SHX Text
M6

AutoCAD SHX Text
M6

AutoCAD SHX Text
M6

AutoCAD SHX Text
M6

AutoCAD SHX Text
M6

AutoCAD SHX Text
M6

AutoCAD SHX Text
M6

AutoCAD SHX Text
M6

AutoCAD SHX Text
M6

AutoCAD SHX Text
M6

AutoCAD SHX Text
M6

AutoCAD SHX Text
M6

AutoCAD SHX Text
M6

AutoCAD SHX Text
M6

AutoCAD SHX Text
M6

AutoCAD SHX Text
DANGER 400V AC

AutoCAD SHX Text
ISOLATE MAINS BEFORE REMOVING COVER

AutoCAD SHX Text
DANGER 400V AC

AutoCAD SHX Text
ISOLATE MAINS BEFORE REMOVING COVER

AutoCAD SHX Text
DANGER 400V AC

AutoCAD SHX Text
ISOLATE MAINS BEFORE REMOVING COVER

AutoCAD SHX Text
DANGER 400V AC

AutoCAD SHX Text
ISOLATE MAINS BEFORE REMOVING COVER

AutoCAD SHX Text
DANGER 400V LABEL (CEMBRE MACHINE) S141859 - DANGER 400V TO BE FITTED EACH SIDE OF CANOPY

AutoCAD SHX Text
LIFTING POINT M20

AutoCAD SHX Text
LIFTING POINT M20

AutoCAD SHX Text
ALL DOORS TO BE FITTED WITH PADLOCK HASPS

AutoCAD SHX Text
GUTTERING FITTED TO RAIN CANOPY PROJECTING OVER FRONT AND REAR DOORS

AutoCAD SHX Text
100A TP FUSESWITCH W/SHROUDED  NEUTRAL LINK M8 LUGS FITTED WITH 80A FUSES

AutoCAD SHX Text
100A TP FUSESWITCH W/SHROUDED  NEUTRAL LINK M8 LUGS FITTED WITH 63A FUSES

AutoCAD SHX Text
100A TP FUSESWITCH W/SHROUDED  NEUTRAL LINK M8 LUGS FITTED WITH 63A FUSES

AutoCAD SHX Text
100A TP FUSESWITCH W/SHROUDED  NEUTRAL LINK M8 LUGS FITTED WITH 50A FUSES

AutoCAD SHX Text
100A TP FUSESWITCH W/SHROUDED  NEUTRAL LINK M8 LUGS FITTED WITH 50A FUSES

AutoCAD SHX Text
100A CABLE  TERMINATION  DISTANCE

AutoCAD SHX Text
6 OFF Ø12.7 BOLT DOWN HOLES 444,0 PITCH

AutoCAD SHX Text
M10

AutoCAD SHX Text
M10

AutoCAD SHX Text
M10

AutoCAD SHX Text
M10

AutoCAD SHX Text
M10

AutoCAD SHX Text
M10

AutoCAD SHX Text
M10

AutoCAD SHX Text
M10

AutoCAD SHX Text
M10

AutoCAD SHX Text
M10

AutoCAD SHX Text
M10

AutoCAD SHX Text
M10

AutoCAD SHX Text
M10

AutoCAD SHX Text
M10

AutoCAD SHX Text
M10

AutoCAD SHX Text
M10

AutoCAD SHX Text
M10

AutoCAD SHX Text
M10

AutoCAD SHX Text
M6

AutoCAD SHX Text
M6

AutoCAD SHX Text
M6

AutoCAD SHX Text
M6

AutoCAD SHX Text
M6

AutoCAD SHX Text
M6

AutoCAD SHX Text
M6

AutoCAD SHX Text
M6

AutoCAD SHX Text
M6

AutoCAD SHX Text
M6

AutoCAD SHX Text
M6

AutoCAD SHX Text
M6

AutoCAD SHX Text
M6

AutoCAD SHX Text
M6

AutoCAD SHX Text
M6

AutoCAD SHX Text
M6

AutoCAD SHX Text
M6

AutoCAD SHX Text
M6

AutoCAD SHX Text
M6

AutoCAD SHX Text
M6

AutoCAD SHX Text
M6

AutoCAD SHX Text
M6

AutoCAD SHX Text
FUSESWITCH

AutoCAD SHX Text
100A

AutoCAD SHX Text
FUSESWITCH

AutoCAD SHX Text
100A

AutoCAD SHX Text
FUSESWITCH

AutoCAD SHX Text
100A

AutoCAD SHX Text
FUSESWITCH

AutoCAD SHX Text
100A

AutoCAD SHX Text
FUSESWITCH

AutoCAD SHX Text
100A

AutoCAD SHX Text
DANGER 400V A.C.

AutoCAD SHX Text
DANGER 400V A.C.

AutoCAD SHX Text
DANGER 400V A.C.

AutoCAD SHX Text
DANGER 400V A.C.

AutoCAD SHX Text
DANGER 400V A.C.

AutoCAD SHX Text
DANGER 400V AC

AutoCAD SHX Text
ISOLATE MAINS BEFORE REMOVING COVER

AutoCAD SHX Text
DANGER 400V AC

AutoCAD SHX Text
ISOLATE MAINS BEFORE REMOVING COVER

AutoCAD SHX Text
DANGER 400V AC

AutoCAD SHX Text
ISOLATE MAINS BEFORE REMOVING COVER

AutoCAD SHX Text
M6

AutoCAD SHX Text
M6

AutoCAD SHX Text
M6

AutoCAD SHX Text
M6

AutoCAD SHX Text
M6

AutoCAD SHX Text
M6

AutoCAD SHX Text
M6

AutoCAD SHX Text
M6

AutoCAD SHX Text
M6

AutoCAD SHX Text
M6

AutoCAD SHX Text
M6

AutoCAD SHX Text
M6

AutoCAD SHX Text
M6

AutoCAD SHX Text
M6

AutoCAD SHX Text
M6

AutoCAD SHX Text
M6

AutoCAD SHX Text
M6

AutoCAD SHX Text
M6

AutoCAD SHX Text
M6

AutoCAD SHX Text
M6

AutoCAD SHX Text
M6

AutoCAD SHX Text
M6

AutoCAD SHX Text
M6

AutoCAD SHX Text
M6

AutoCAD SHX Text
M6

AutoCAD SHX Text
M6

AutoCAD SHX Text
M6

AutoCAD SHX Text
M6

AutoCAD SHX Text
M6

AutoCAD SHX Text
M6

AutoCAD SHX Text
M6

AutoCAD SHX Text
M6

AutoCAD SHX Text
M6

AutoCAD SHX Text
M6

AutoCAD SHX Text
M6

AutoCAD SHX Text
M6

AutoCAD SHX Text
M6

AutoCAD SHX Text
M6

AutoCAD SHX Text
M6

AutoCAD SHX Text
M6

AutoCAD SHX Text
M6

AutoCAD SHX Text
M6

AutoCAD SHX Text
M6

AutoCAD SHX Text
M6

AutoCAD SHX Text
M6

AutoCAD SHX Text
M6

AutoCAD SHX Text
M6

AutoCAD SHX Text
M6

AutoCAD SHX Text
M6

AutoCAD SHX Text
M6

AutoCAD SHX Text
M6

AutoCAD SHX Text
M6

AutoCAD SHX Text
M6

AutoCAD SHX Text
M6

AutoCAD SHX Text
M6

AutoCAD SHX Text
M6

AutoCAD SHX Text
M6

AutoCAD SHX Text
M6

AutoCAD SHX Text
M6

AutoCAD SHX Text
M6

AutoCAD SHX Text
M6

AutoCAD SHX Text
M6

AutoCAD SHX Text
M6

AutoCAD SHX Text
M6

AutoCAD SHX Text
M6

AutoCAD SHX Text
M6

AutoCAD SHX Text
M6

AutoCAD SHX Text
M6

AutoCAD SHX Text
M6

AutoCAD SHX Text
M6

AutoCAD SHX Text
M6

AutoCAD SHX Text
M6

AutoCAD SHX Text
M6

AutoCAD SHX Text
LIFTING POINT LABEL SAVED ON BAR TENDER AS 7082551C

AutoCAD SHX Text
CANOPY SECURED USING M6 HEX FIXINGS

AutoCAD SHX Text
%%UCANOPY LABEL DETAILS

AutoCAD SHX Text
%%UVIEW ON FRONT

AutoCAD SHX Text
%%UVIEW ON R.H.S

AutoCAD SHX Text
%%UVIEW ON BACK

AutoCAD SHX Text
%%UVIEW ON L.H.S

AutoCAD SHX Text
%%UVIEW ON UNDERSIDE (DOORS OPEN)

AutoCAD SHX Text
%%UGLAND PLATE DETAILS

AutoCAD SHX Text
%%U400A AND 250A GLAND PLATE

AutoCAD SHX Text
%%U100A GLAND PLATE

AutoCAD SHX Text
USEABLE AREA

AutoCAD SHX Text
M6

AutoCAD SHX Text
M6

AutoCAD SHX Text
M6

AutoCAD SHX Text
M6

AutoCAD SHX Text
M6

AutoCAD SHX Text
M6

AutoCAD SHX Text
M6

AutoCAD SHX Text
M6

AutoCAD SHX Text
M6

AutoCAD SHX Text
M6

AutoCAD SHX Text
M6

AutoCAD SHX Text
M6

AutoCAD SHX Text
M6

AutoCAD SHX Text
M6

AutoCAD SHX Text
M6

AutoCAD SHX Text
M6

AutoCAD SHX Text
M6 GLAND PLATE EARTH POINT

AutoCAD SHX Text
M6 GLAND PLATE EARTH POINT

AutoCAD SHX Text
GLAND PLATES SECURED USING M6 HEX FIXINGS

AutoCAD SHX Text
NOTES: 1. IP RATING = IP54 2. ENCLOSURE CONSTRUCTED FROM 316L STAINLESS STEEL 3. FINISH OF OVERALL ASSEMBLY: POLYESTER POWDER COATING SHADE VERMILION RED (RAL 2002) 4. APPROXIMATE OVERALL WEIGHT OF ASSEMBLY: 455KG 5. FITTED WITH 400A TP+N BUSBAR SYSTEM BASED ON OUR ASTA TESTED 25kA FOR 0.1 SECOND ARRANGEMENT. 6. ALL SWITCH GEAR TO BE DOOR INTERLOCKED AND PADLOCKABLE IN THE 'OFF' POSITION 7. SHROUDS TO BE DRILLED WITH 4MM HOLES FOR TEST PROBES-TOP & BOTTOM   ON MAIN INCOMER, BOTTOM ONLY ON DISTRIBUTION. 8. M20 BOLTS, WASHERS AND SPRING WASHERS ARE TO BE SUPPLIED LOOSE FOR THE CUSTOMER TO REPLACE EYEBOLTS ON SITE. 9. MAIN INCOMER:400A DOOR INTERLOCKED FUSE SWITCH.                 TERMINAL TYPE:LUG  TERMINAL WIDTH:40mm  MAXIMUM LUG SIZE:240mm M10. 10.DISTRIBUTION:250A DOOR INTERLOCKED FUSE SWITCH.                 TERMINAL TYPE:LUG  TERMINAL WIDTH:32mm  MAXIMUM LUG SIZE:150mm M10.               100A DOOR INTERLOCKED FUSE SWITCH.                 TERMINAL TYPE:LUG  TERMINAL WIDTH:20mm  MAXIMUM LUG SIZE:50mm M8. 11. INTERNAL 50.0 x 6.0 HDHC EARTH BAR PROVIDING M10 EARTH POINT FOR INCOMER SECTION, M10 EARTH POINT FOR    250A DISTRIBUTION SECTIONS AND M8 EARTH POINT IN 100A DISTRIBUTION SECTIONS.  12. ANTI CONDENSATION HEATERS FITTED IN EACH COMPARTMENT.

AutoCAD SHX Text
ALL DOORS TO BE FITTED WITH DOOR STAYS

AutoCAD SHX Text
CABLE ACCESS VIA BOTTOM ENTRY GLAND PLATES, ONE GLAND PLATE PER COMPARTMENT

AutoCAD SHX Text
RATING PLATE

benw
Customer Information Copy

benw
Todays Date


