
May Become Hot During Use Isolate Power Supply Before Removing Diffuser

AC 110V / 100W

To be operated with the glass diffuser

positioned at an angle of between vertical

and horizontal (facing the groundward)

9000 Lumens

100W FITTING - S060850E

WEIGHT = 3.4kg

May Become Hot During Use Isolate Power Supply Before Removing Diffuser

AC 110V / 300W

To be operated with the glass diffuser

positioned at an angle of between vertical

and horizontal (facing the groundward)

May Become Hot During Use
Isolate Power Supply Before Removing Diffuser

AC 110V / 150W

13500 Lumens

To be operated with the glass diffuser

positioned at an angle of between vertical

and horizontal (facing the groundward)

300W FITTING - S061055E

WEIGHT = 8kg

150W FITTING - S060935E

WEIGHT = 4.1kg

27000 Lumens

May Become Hot During Use Isolate Power Supply Before Removing Diffuser

AC 110V / 100W

To be operated with the glass diffuser

positioned at an angle of between vertical

and horizontal (facing the groundward)

4500 Lumens

50W FITTING - S060848E

WEIGHT = 2.0kg

May Become Hot During Use Isolate Power Supply Before Removing Diffuser

AC 110V / 70W

To be operated with the glass diffuser

positioned at an angle of between vertical

and horizontal (facing the groundward)

6300 Lumens

70W FITTING - S060849E

WEIGHT = 2.9kg

May Become Hot During Use Isolate Power Supply Before Removing Diffuser

AC 110V / 200W

18000 Lumens

To be operated with the glass diffuser

positioned at an angle of between vertical

and horizontal (facing the groundward)

200W FITTING - S061010E

WEIGHT = 5.9kg

NOTES

1. OVERALL IP RATING - IP65
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